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ABSTRACT 
Analysis and Design of High Frequency Link Power Conversion Systems 
for Fuel Cell Power Conditioning. (August 2004) 
Yu Jin Song, B.S., Yonsei University, Seoul, Korea; 
M.S., Yonsei University, Seoul, Korea 
Chair of Advisory Committee: Dr. Prasad N. Enjeti 
 
In this dissertation, new high frequency link power conversion systems for the 
fuel cell power conditioning are proposed to improve the performance and optimize the 
cost, size, and weight of the power conversion systems. 
The first study proposes a new soft switching technique for the phase-shift 
controlled bi-directional dc-dc converter. The described dc-dc converter employs a low 
profile high frequency transformer and two active full-bridge converters for bi-
directional power flow capability.  The proposed new soft switching technique 
guarantees soft switching over wide range from no load to full load without any 
additional circuit components. The load range for proposed soft switching technique is 
analyzed by mathematical approach with equivalent circuits and verified by 
experiments. 
The second study describes a boost converter cascaded high frequency link direct 
dc-ac converter suitable for fuel cell power sources. A new multi-loop control for a 
boost converter to reduce the low frequency input current harmonics drawn from the fuel 
cell is proposed, and a new PWM technique for the cycloconverter at the secondary to 
iv 
reject the low order harmonics in the output voltages is presented. The performance of 
the proposed scheme is verified by the various simulations and experiments, and their 
trade-offs are described in detail using mathematical evaluation approach. 
The third study proposes a current-fed high frequency link direct dc-ac converter 
suitable for residential fuel cell power systems. The high frequency full-bridge inverter 
at the primary generates sinusoidally PWM modulated current pulses with zero current 
switching (ZCS), and the cycloconverter at the secondary which consists of only two 
bidirectional switches and output filter capacitors produces sinusoidally modulated 60Hz 
split single phase output voltage waveforms with near zero current switching. The active 
harmonic filter connected to the input terminal compensates the low order input current 
harmonics drawn from the fuel cell without long-term energy storage devices such as 
batteries and super capacitors.  
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CHAPTER I 
INTRODUCTION 
 
1.1 Introduction 
In the fast decade, there is a remarkable progress in high frequency switching 
power electronics, which are mainly concerned with system technology using new 
power semiconductor devices and signal processing/control devices. It has been made on 
the basis of the application-oriented research and development of high frequency switch 
mode power conversion circuits and systems with high frequency link employing power 
semiconductor device modules for high frequency switching control such as MOSFETs, 
IGBTs, Bi-MOS cascade and/or cascade transistors/thyristors, GTO thyristor and 
promising MOS controlled thyristors (MCTs) including intelligent power ICs [1]. 
Static power conversion systems commonly utilize a dc link for distribution of 
power and temporary energy storage (for decoupling) in the system. A factor behind the 
wide spread use of dc as a link has been the ease and effectiveness with which the 
energy storage function can be implemented in a dc link. Electrolytic capacitors provide 
low cost, high density energy storage in popular dc voltage link systems. DC inductors 
perform a similar function, although somewhat less effectively, in dc current link 
systems frequently employed in high power ac drives. In addition, relatively simple 
converter topologies have been available for power conversion to and from dc [2]. 
__________________________ 
This dissertation follows the style of IEEE Transactions on Industry Applications. 
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With continued progress in the development of power components and devices, 
improvements in the performance capabilities of dc link systems are to be expected. 
However, dramatic gains in such attributes as faster system response, higher converter 
bandwidths, increased output frequencies, improved power densities, reduction in 
audible and electrical noise associated with the power conversion process, increased 
safety, and others will require advances in power conversion system configurations in 
addition to continued progress to power conversion subjects the system to some basic 
constraints which ultimately limit its overall performance. 
A major limitation of the dc link approach is that voltage amplitude changes and 
electrical isolation, to some extent protection are inherently difficult to achieve. As a 
result, a large number of dc link systems either avoid voltage shifting and isolation 
functions entirely or implement these outside of the dc link at a penalty of size, weight 
and efficiency. 
The hard switching contributes in making the dc link power converters simple, 
but it is largely responsible for high levels of losses and device stresses during switching 
intervals. As a result, switching frequencies in traditional dc converters have failed to 
rise, in turn, limiting output frequencies, converter bandwidths, power densities and 
other such capabilities related to switching frequency. Also high device stresses have 
had an adverse effect on the reliability of these power converters. An indirect 
consequence of this limitation has been that device manufactures have spent a 
considerable amount of development effort to make devices capable of withstanding 
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high switching stresses resulting in undesirable compromises in other areas of device 
performance. 
 As advanced power electronic components and high speed controllers are 
available, high frequency link power conversion systems employing a high frequency 
transformer as a link are gaining increasing attention as an alternative to the 
conventional dc link power conversion systems. The alternative approach of utilizing a 
high frequency link has several advantages. A power conversion system with a high 
frequency link can use transformers within the link to meet possibly conflicting voltage 
level requirements in the system. With adjustable link voltage, each converter in the 
system can be operated from a link voltage that is optimal for its needs. A high 
frequency link provides increased flexibility in power distribution since entire sections 
of the link can be operated at the voltage levels higher or lower than that of the rest of 
the system. Electrical isolation is readily achieved to allow safer grounding practices and 
more effective noise suppression in the system. An alternating link voltage also makes it 
easier to detect and quickly isolate faulty converters in the system and thus, further 
increases the safety and reliability of the entire system. The penalty of size, weight and 
efficiency that would normally be associated with the use of low frequency transformers 
in the power conversion system is minimized by choosing a high value (20 kHz or 
above) for the link frequency.  
In general, the semiconductor power conversion circuits and system with a 
unidirectional or a bidirectional power flow regulation schemes using high frequency 
link concepts not only possess a high power density adaptability in practical 
 4
requirement, but also include high efficient and first response power conversion 
characteristics and lowered acoustic noise and reduced EMI noise as compared with the 
conventional high frequency carrier based sine wave PWM power conversion systems 
with current feedback or current adaptive scheme using low frequency transformer link, 
which are extremely bulky in size and weight and become non cost-effective. 
As next generation ac power supply and distributed power systems in high-tech 
modern power electronics technology fields, the high performance and high power 
density dc-ac power conversion systems with a high frequency link using new power 
semiconductor and circuit component devices have become of major interest recently in 
telecommunication and a decentralized residential power generation systems with an 
renewable new energy sources and an energy storage battery link. Especially, so called 
new energy systems including photo voltaic system, fuel cell generation systems and 
wind turbine generation systems and so on combined energy storage system using 
flywheels or batteries are expected to be widely spread to form a distributed power 
system. Wind turbines and photovoltaic cells are well known and matured technologies 
but both have an obvious disadvantage: these systems deliver power only when the wind 
blows/the sun is shining. Thus, these technologies cannot be used as primary power 
supply in the grid. However, unlike wind turbines and photovoltaic cells, fuel cells can 
provide the power (electrical and thermal) continuously as long as the fuel and air are 
supplied, and are one of the systems closest to practical application for distributed power 
systems.  
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1.2 Overview of fuel cells 
Relative environmental reasons for the use of fossil fuels have been creating, 
along the years, a steadily increasing demand for new conversion technology and system 
of non-pollutants energy generation. Within this context, fuel cells have been showing 
up as a highly promising alternative for their high efficiency, low aggression to the 
environment, modularity and superior reliability and durability in automotive, stationary 
and space applications. [3] 
Fuel cells are electrochemical devices that convert a fuel's chemical energy 
directly to electrical energy with high efficiency. A fuel cell consists of two electrodes 
and an electrolyte (Fig. 1.1). On a side of the cell, referred as the anode, the fuel is 
supplied under certain pressure. 
 
 
Fig. 1.1 Basic PEM fuel cell mechanism [4]. 
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The pure gas H2 or the other types of fuel with reformer is used as a fuel. The 
fuel spreads through the electrode until it reaches the catalytic layer of the anode where 
it reacts to form protons and electrons as shown below in the reaction:  
−+ +→ eHH g 22)(2          (1.1) 
The protons are transferred through the electrolyte (solid membrane) to the 
catalytic layer of the cathode. On the other side of the cell, the oxidizer (O2 or air) flows 
in the channels of the plate and it spreads through the electrode until it reaches the 
catalytic layer of the cathode. The oxygen is consumed with the protons and electrons 
and the products, liquid water, is produced with residual heat in the surface of the 
catalytic particles. The electrons, which can not pass through the membrane, flow from 
the anode to the cathode via the external electric circuit, delivering power to the electric 
circuit in the process. The electromechanical reaction that happens in the cathode is: 
heatOHOeH +→++ −+ 222
122       (1.2) 
Then, the full chemical fuel cell reaction of is: 
yelectricitheatOHOH ++→+ 222 2
1      (1.3) 
There are many types of fuel cells, differing in components and materials, and 
their applications vary from the portable and the transportation to the stationery and the 
space. An overview of the major designs is illustrated in Table 1.1. 
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Table 1.1 Types of fuel cells [4]. 
 Fuel cell type 
 Polymer 
electrolyte 
membrane 
Phosphoric acid Molten 
carbonate 
Solid oxide 
Electrolyte Ion exchange 
membrane 
Phosphoric acid Alkali 
carbonates 
Yttria 
stabilized 
zirconia 
Operating 
temperature(˚C) 
80 200 650 800-1000 
Charge carrier H+ H+ CO32- O2- 
Electrolyte state Solid Immobilized 
liquid 
Immobilized 
liquid 
Solid 
Cell hardware Carbon- or 
metal-based 
Graphite -based Stainless steel Ceramic 
Catalyst Platinum Platinum Nickel Perovsites 
Cogeneration 
heat 
None Low quality High High 
Efficiency (%) <40 40-45 50-60 50-60 
 
The V-I characteristic of a single cell is shown in Fig. 1.2. The theoretical EMF 
of a cell at zero current and 80°C and 1 atm gas pressure is Vo=1.16V. As the current 
density increases, the actual voltage at the electrical terminals drops.  
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Fig. 1.2 V-I characteristic of a cell [3]. 
 
The fuel cell efficiency is given by 
oo V
V
IV
IV =•
•=η ,        (1.4) 
and is simply equal to the ratio of the terminal voltage to the theoretical EMF for the 
cell. The energy lost is transformed into heat. In the V-I characteristic three separate 
regions can be identified: 
? Region of activation polarization. For very small currents the voltage 
drops rapidly as current increases. 
? Region of ohmic polarization. In this region, the voltage decreases 
linearly with current.  Clearly, a Thevenin equivalent circuit with a 
resistance equal to the slope of the curve is appropriate in this region. 
This is the normal operating region of a fuel cell. 
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? Region of transportation polarization. When current exceeds a certain 
value, the voltage collapses rapidly. This knee of the V-I characteristic 
represents the upper limit of the safe operation for the cell. Given 
significant losses, prolonged operation in this region may damage the fuel 
cell 
The voltage from one single cell is approximately 0.7V. As in batteries, cells are 
stacked in series to provide higher voltages. A large number of series cells leads to 
reduced reliability, since, if a single cell fails open, the entire stack stops functioning 
because the current flow is interrupted.  
   
 
Fig. 1.3 Static characteristics of the fuel cell stack for various level of hydrogen flow [3]. 
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The static characteristic of the fuel cell stack for different values of hydrogen 
flow is shown in Fig. 1.3. The fuel cell voltage reaches the knee point and collapses 
when the hydrogen utilization approaches 100%, and the knee point moves to higher 
current levels when the hydrogen flow is higher. The dc voltage generated by fuel cell 
stacks varies widely depending on the load change, and the fuel cell response time to 
changes in power demand is slow and varies from few seconds to few minutes. The 
mismatch between fuel cell time constant and typical electrical time constants of a 
domestic power system clearly points to the need of buffer energy storage in the 
interface system. Since the hydrogen of fuel cell system has to be adjusted to peak 
current demand, a low frequency current ripple is undesirable. In addition, a current back 
feed into the fuel cell must be avoided because the fuel cell can be damaged by a reverse 
current flow. 
A fuel cell system consists of a fuel cell stack plus a number of auxiliary systems 
needed for its operation, such as an air compressor to provide pressurized air flow 
through the cathode, a water-cooling system to remove heat from the stack, valves to 
control the hydrogen flow through the anode, and so on. Fuel cell operation is a delicate 
balance of gas flows and chemical reaction rates. Sudden electrical load changes can 
cause problems. For example, a sudden increase in electrical load may cause the 
membrane to flood. The water produced at the cathode is not removed fast enough and 
not enough oxygen is able to reach the cathode catalyst sites though the excess liquid 
water. Therefore, the fuel cell operation point should be adjusted as a function of 
electrical load for efficient fuel cell operation. By doing this it is possible to: reduce the 
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power losses in the air compressor at light loads, reduce losses of hydrogen in an open 
fuel cell system, and adjust the reformer rate of operation depending on hydrogen 
utilization. Since these adjustments involve mechanical systems, the response time of the 
fuel cell to varying electrical load is slow. This slow dynamic response is one of most 
significant challenges in designing fuel cell power conversion system [3]. 
 
1.3 Fuel cell power systems 
A fuel cell power system designed for power conditioning should have following 
characteristics: (1) allowable for wide output voltage regulation of fuel cell; (2) fast 
transient response; (3) high power density; (4) high efficiency; (5) available for isolated 
operation [5]. 
A fuel cell power system consists of three main sections:  
?  fuel processor where the fuel is converted to hydrogen-rich gas 
? fuel cell power section, consisting of a stack of fuel cells where the 
hydrogen gas and oxidants are combined to produce direct current 
electricity and heat 
? power conditioning unit (inverter/converter) to convert the fuel cell power 
to ac or dc depending on the nature of the load.  
, and a typical fuel cell power system consists of several components (Fig.  1.4). 
? a fuel processor: gasoline or methanol reformer (if direct hydrogen is 
used, than a hydrogen storage tank is required) 
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Fuel Processor
(Gasoline or
Methanol)
Stack DC-DCConverter Inverter Load
Buck/Boost
Converter
Battery or
Supercap.
Fuel, Air
Management & Control
Controller for DC-DC
Converter & Inverter
H2Fuel
Supply
Thermal & Heat
Management
Fuel Cell Unit Power Conditioning Unit
 
Fig. 1.4 Fuel cell power system. 
 
? the fuel cell stack, which produces the electricity, and an air compressor 
to provide pressurized oxygen to the fuel cell 
? a cooling system to maintain the proper operating temperature 
? a water management system to manage the humidity and moisture in the 
system (to keep the fuel cell membrane saturated and at the same time 
prevent water being accumulated at the cathode) 
? a dc-dc converter to condition the output voltage of the fuel cell stack 
? an inverter to convert the dc to low frequency ac voltage 
? a battery or a supercapacitor is generally connected to the fuel cell power 
system in parallel to provide supplemental power for starting the system. 
As fuel cell produces dc output voltage that is unregulated, a dc-dc converter that 
placed between the fuel cell module and the inverter boosts and regulates the output 
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voltage of the fuel cell and supplies the constant dc voltage to the inverter, which allows 
the inverter to operate optimally, and the inverter produces PWM modulated ac output 
voltages for the load. The bidirectional power flow buck/boost converter charges the 
battery or supercapacitor during reverse power flow by regenerative breaking and 
provides the supplemental power during start-up and load change.  
 
1.4 Review of previous work 
From the view point of power conversion, the power converters mentioned above 
play significant rolls in the fuel cell power system for distributed power system 
applications. The required properties for the power converters for distributed power 
systems are as follows: 
? High efficiency in power conversion 
? High power density 
? Small size and light weight 
? Electrical isolation to avoid electric leak and /or electric shock 
? Bi-directional power flow 
? Low EMI  
The high frequency link power conversion technique is attractive for fuel cell 
power system applications where the properties mentioned above are prerequisite. The 
high frequency link power conversion systems employing a high frequency transformer 
is suitable for single phase dc-ac or three phase dc-ac conversion applications, and is 
profitably applicable to the small-scale or medium-scale high quality power generation 
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system powered from renewable energy source such as fuel cell where the galvanic 
isolation and high conversion efficiency are required. 
 
1.4.1 High frequency power conversion systems 
Fig. 1.5. schematically illustrates several typical topologies of high frequency 
link dc-ac power conversion systems employing a high frequency transformer. There are 
two types of high frequency link dc-ac converters; a dc-dc converter type dc-ac 
converter and a cycloconverter type dc-ac converter.   Both can be a current-fed 
converter or a voltage-fed converter. A current-fed dc-ac converter requires less input 
filtering in order to minimize the high frequency current ripple drawn by the dc-ac 
converter because the inductor is placed at the input terminal. The dc-dc converter of dc-
dc converter type consists of a high frequency inverter, a high frequency transformer, a 
diode rectifier and a low pass filter and an inverter, where the high frequency 
transformer step-up the voltage/current pulse input and also provides a galvanic isolation 
between the input and the output (Fig.  1.5 (a)).  
 
HF
Inverter
 PWM
Inverter Load
 
(a) 
Fig. 1.5 High frequency link dc-ac converters. (a) DC-DC converter type. (b) PWM 
inverter type. (c) PWM cycloconverter type. (d) Dual high frequency link type. 
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PWM
Inverter
 Cyclo-
converter Load
 
(b) 
HF
Inverter
 PWM
Cyclo-
converter
Load
 
(c) 
PWM
Inverter
 Cyclo-
converter Load
PWM
Inverter
 
(d) 
Fig. 1.5 Continued. 
 
The dc input voltage is converted to a regulated higher dc voltage by the dc-dc 
converter, and an inverter produces PWM modulated low frequency ac output voltages. 
The output voltage of sinusoidal PWM inverter at the final stage is controlled through 
the instantaneous voltage feedback loop independently of dc-dc converter operation. The 
dc-dc converter type has been adopted widely in designing distributed power system 
because of its ease and effectiveness with which the energy storage function can be 
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implemented in a link. Electrolytic capacitors provide low cost, high density energy 
storage in popular dc-dc converter type high frequency link systems. However, this kind 
of configuration is applicable to only the systems of which active power flow is 
unidirectional, and the energy storage element makes it bulky and its several power 
conversion steps degrade the power conversion efficiency [6-10].  
The cycloconverter type is roughly classified into three; a PWM inverter type, a 
PWM cycloconverter type and a dual high frequency link type. The cycloconverter type 
dc-ac converter consists of an inverter at the primary side, a cycloconverter at the 
secondary side and a high frequency transformer between the two converters.   Using 
this configuration, a compact-size direct dc-ac converter can be constructed by 
eliminating the dc link capacitor, and it can be operated with high conversion efficiency 
due to the reduced power conversion step, but it is not easy to process the energy stored 
into the leakage inductance of high frequency transformer and stray inductance of wire. 
Fig.  1.5 (b) shows a PWM inverter type high frequency link dc-ac converter. In this 
system, the input dc voltage is converted into high frequency voltage having low 
frequency ac output component by a PWM inverter isolated by a high frequency 
transformer and converted into low frequency ac voltage by a cycloconverter. This 
system lacks flexibility since the PWM control is executed by the high frequency PWM 
inverter at the primary. When constructing a three-phase output system, three sets of 
PWM inverter and cycloconverter are necessary. Fig. 1.5 (c) presents a PWM 
cycloconverter type high frequency link dc-ac converter system. In this configuration, 
the dc input voltage is converted into high frequency 50% duty ratio rectangular voltage 
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by an inverter isolated by a high frequency transformer and converted into low 
frequency ac voltage by a PWM cycloconverter. This system has a good flexibility 
especially for a multi-phase output systems because the output of the inverter is not 
controlled and the multi-phase PWM output can be obtained by a multi-phase 
cycloconverter. Ranganathan, Ziogas and Stefanovic have suggested an alternative 
approach to power conversion employing dual high frequency voltage links [11] (Fig. 
1.5 (d)). The proposed configuration combines two independent high frequency voltage 
outputs to produce an intermediate high frequency voltage that is amplitude modulated 
with the desired low frequency voltage which is then recovered by using synchronous 
rectification/inversion. This scheme allows independent regulation of both the voltage 
and the frequency of the synthesized low frequency voltage signal. 
The various types of cycloconverter type three phase dc-ac converter were 
presented for UPS applications in 1990s [12-13], and provided a possible solution to 
build a compact high frequency dc-ac converter which has high conversion efficiency by 
employing high frequency transformer and cycloconverter.  Several single-phase 
schemes adopting high frequency link have been proposed recently in order to provide a 
low cost power conversion system for distributed power system application with 
renewable energy sources [7-10], but those scheme did not present an active solution for 
eliminating low frequency input harmonics drawn by high frequency link dc-ac 
converters and low frequency harmonics of the ac output voltage caused by dc voltage 
ripple.  
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1.4.2 Feasibility of high frequency link power conversion system for fuel cell 
applications 
A typical output voltage of fuel cells is 36V to 60V depending on the load 
condition. A power conversion system for fuel cell applications requires a capability of 
boosting the  low output voltage of fuel cell in order to obtain the 120V/240V split 
single phase or 208V three phase at the output, and a electrical isolations is a 
prerequisite for safety reason in distributed power system. These requirements can be 
achieved easily by a high frequency power conversion technique. The high frequency 
link power conversion technique provides a solution to construct a compact high 
frequency link dc-ac converter where the high frequency transformer step-up the fuel 
cell output voltage and provides a galvanic isolation.  
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Inverter
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Inverter Load
Boost
ConverterFC
 
(a) 
HF
Inverter
 PWM
Cyclo-
converter
LoadBoostConverterFC
 
(b) 
Fig. 1.6 High frequency link dc-ac converters for fuel cell applications. (a) DC-DC 
converter type. (b) Cycloconverter type. 
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There are two possible candidates for fuel cell power systems; a DC-DC 
converter type and a cycloconverter type (Fig. 1.6). Fig. 1.6 (a) shows the dc-dc 
converter type high frequency link dc-ac converter. Since the dc voltage generated by a 
fuel cell varies significantly depending on the load change, it is required to boost and 
regulate the fuel cell voltage. The high frequency link transformer needs to be designed 
to accommodate the lowest fuel cell voltage level. During the normal operation the 
nominal input voltages are typically much higher than the minimum value and the 
transformer does not operate optimally. Therefore, the boost converter set-up the fuel 
cell voltage and supplies a constant dc voltage to the input terminal of high frequency 
inverter at the primary, which allows the inverter to operate with a fixed duty ratio and 
does transformer to operate efficiently. The isolated dc-dc converter can be a current-fed 
type or a voltage-fed type and its topology can be in push-pull connection or full bridge 
connection. A dual half-bridge inverter or a full-bridge inverter can be adopted as an 
inverter at the output stage. The power conversion step includes dc to ac, ac to dc and dc 
to ac. Several power conversion steps and dc link capacitors of the dc-dc converter type 
result in low conversion efficiency low and bulky size. As explained in the first section, 
the slow dynamics of fuel cell requires buffering in the interface system. Since the power 
flow of the dc-dc converter type is unidirectional, a battery or a suppercapacitor can be 
connected in parallel at the secondary. Except for the potential high cost, the 
suppercapacitor has merit, because the fuel cell voltage droops significantly under load, 
allowing significant energy to be extracted from it. The high voltage batteries of dc-dc 
converter type connected in parallel with a dc link capacitor naturally provides buffering 
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between the fuel cell and the output. From the control point of view, the output inverter 
stage can have fast dynamics to correct against load transients, whereas the isolated dc-
dc converter stage can be operated so that the current taken from the fuel cell does not 
exceed the maximum available fuel cell current. The status of charge of the battery 
determines the power request from the inverter system to the fuel cell, so that the fuel 
cell output slowly adjust to load variations. However, the use of high voltage (200V) 
battery connected in serial may present serous charge equalization problem. Some type 
of active battery balancing scheme is necessary for system reliability.  
Fig. 1.6 (b) presents a cycloconverter type high frequency link dc-ac converter 
for fuel cell applications. A boost converter acts as a buffer between the fuel cell and the 
battery. A high frequency inverter in push-pull connection or full-bridge connection 
generates high frequency ac voltage, which is stepped up by the high frequency link 
transformer. A cycloconverter consisting of bidirectional switches, SCR or IGBT, 
produces 60Hz output voltage. The power conversion step is reduced and a bulky dc link 
capacitor is removed, which allows construct a low profile direct dc-ac converter with 
high efficiency. Since the power flow of the cycloconverter type is bidirectional, the 
battery is placed between the boost converter and the inverter at the primary. The battery 
provides power to the following converter immediately after the stored energy in the 
output capacitor of boost converter is consumed during load transient. The boost 
converter precisely controls the current taken from the fuel cell ensuring that the 
maximum allowable current is not exceeded.  
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Another solution to compensate the slow dynamics of the fuel cell is to connect 
an active converter with battery to the fuel cell in parallel (Fig.  1.7).  
 
DC-DC
Converter
FC
Power source with
fast dynamics
 
Fig. 1.7 DC-DC converter with battery for slow dynamics compensation. 
 
The active converter should have a capability of bidirectional power flow, and its 
functions are as follows; when the output requires more power than the fuel cell can 
provide, the active converter supplies the excess power taking it from the battery; 
otherwise the active converter keeps the battery charged. In addition, the active 
converter with a capacitor connected to battery in parallel can be used as an active 
harmonic filter to eliminate the low frequency current ripple drawn from the fuel cell by 
the high frequency link dc-ac converter [3].  
 
1.5 Research objectives 
As mentioned in the earlier section, the high frequency link power conversion 
system is one of most promising candidates for the fuel cell power system to satisfy the 
required properties for the distributed power system applications. 
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The main objective of this research is to investigate and study the high frequency 
link power conversion systems, and design and develop new high frequency link power 
conversion systems for the fuel cell power system to improve the performance and 
optimize the cost, size, and weight of the power conversion systems. The proposed high 
frequency link power conversion systems employ a high frequency link transformer 
replacing a bulky low frequency transformer and realize a compact high frequency 
power conversion system which has the characteristics such as galvanic isolation, high 
power density, high conversion efficiency and bidirectional power flow. The proposed 
systems employ state of the art power electronics devices and design new topologies and 
switching strategies to achieve the improved performance and efficiency and optimize 
the cost and volume. 
In the first study, high frequency power conversion systems are explored and 
investigated for their suitability in the fuel cell power conversion systems. 
In the second study, a new soft switching technique for the bi-directional power 
flow, full-bridge dc-dc converter is proposed in order to reduce the switching loss and 
EMI, which is applicable to the buck/boost converter to charge the battery or 
supercapacitor during reverse power flow by regenerative break and supply 
supplemental power during start-up and load change. The proposed soft switching 
technique realizes soft switching over wide range from no load to full load without any 
additional circuit component, which is analyzed mathematically using the equivalent 
circuits of each operation modes, and its performance is proved by the experiment 
results. 
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In the third study, a boost converter cascaded high frequency link direct dc-ac 
converter for fuel cell application is proposed. A front-end boost converter is employed 
to boost and regulate the fuel cell output voltage varies from 36V to 60V depending on 
the load, and supply the regulated constant voltage to the high frequency link dc-ac 
converter at the second stage, which allow it to operate optimally. A new multi-loop 
control strategy for the boost converter is designed to reduce the low frequency current 
ripple drawn from the fuel cell by the dc-ac converter and improve the performance of 
fuel cell power system. A cycloconverter with high frequency transformer at the 
secondary is designed to reduce the size and weight by eliminating a bulky intermediate 
dc link capacitor and improve the power conversion efficiency by reducing the power 
conversion step. The new PWM switching technique for the cycloconverter is developed 
to reduce the low order harmonics of output voltage and current caused by the low 
frequency voltage ripple of the dc bus and the conventional PWM technique assuming 
the ripple free dc voltage, which guarantees a high quality output and reduces the LC 
output filter requirement. 
Finally, a current-fed high frequency link direct dc-ac converter with active 
harmonic filter is proposed with presenting a possible way to build a compact dc-ac 
converter with high efficiency. The proposed current-fed high frequency link direct dc-
ac converter generates the split single phase ac outputs with zero current switching from 
the fuel cell powered dc source in a single power conversion stage. The proposed 
converter configures a cost-effective topology employing a simple cycloconverter 
consisting of two bidirectional switches and two capacitor output filters only at the 
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secondary. The active harmonic filter makes the compensation current and eliminates the 
low frequency input harmonic current drawn from the fuel cell without long-term energy 
storage devices such as battery or supercapacitor. The operation modes of each topology 
and their control schemes are detailed. 
 
1.6 Dissertation outline 
The content of this dissertation is organized in the following manner:  
In Chapter I, the general information about the high frequency link power 
conversion systems is introduced at first, and the overview of fuel cell and the fuel cell 
power systems are described. The previous works of high frequency power conversion 
systems are reviewed. Their advantages and disadvantages are detailed, and their 
suitability in the fuel cell power conversion systems is investigated. Finally, research 
objectives are presented and discussed. 
In Chapter II, a new soft switching technique for the bi-directional power flow, 
full-bridge dc-dc converter is proposed in order to reduce the switching loss and EMI. 
The load range for proposed soft switching technique is analyzed mathematically 
using the equivalent circuits of each operation modes, and its performance is discussed 
with the experiment results.  
In Chapter III, a boost converter cascaded high frequency link direct dc-ac 
converter for fuel cell power systems is presented. The new multi-loop control scheme 
for the boost converter and the new PWM switching technique for the cycloconverter are 
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described with mathematical analysis, and their performance is discussed with the 
various simulation results and experiment results. 
Chapter IV presents a current-fed high frequency link direct dc-ac converter with 
active harmonic filter for the fuel cell power generation system applications. The 
operation modes of dc-ac converter and active harmonic filter and their control strategies 
are detailed, and the various simulation results are provided to validate the proposed 
scheme.  
Chapter V summarizes the contributions of this research work in the area of high 
frequency link power conversion systems for fuel cell power system applications. 
Finally, some suggestions are included for further work.  
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CHAPTER II 
A NEW SOFT SWITCHING TECHNIQUE FOR BIDIRECTIONAL POWER 
FLOW, FULL-BRIDGE DC-DC CONVERTER 
 
2.1       Introduction 
The dual active full-bridge dc-dc converter shown in Fig. 2.1 (a) is a viable 
candidate for high frequency power conversion system in space power and electric 
vehicle. This type of power conversion has been shown to possess attractive features 
such as high power density, high efficiency, small filter components and bi-directional 
power flow [14]. Another important feature of this bidirectional scheme is zero voltage 
switching (ZVS), which allows reduction of the switching losses dramatically. ZVS 
relies on the primary current of the transformer, Ip, to discharge and charge the parasitic 
capacitances of the switch (C1-4) before turning on/off. As shown in Fig. 2.1.(b), during 
the switching transition at right leg the, the primary current of the transformer is 
sufficient to discharge the parasitic capacitance of the switch for ZVS, while during  the 
switching transition at left leg, the primary current reduces and changes its direction 
under light load. Therefore, the energy available from the leakage inductance of the 
transformer, Llk, to discharge and charge the parasitic capacitances of the switches 
during the switching transition at left leg is less, and results in a failure to achieve ZVS 
under light load condition because the energy available for ZVS depends on the load 
current [15]. 
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(b) 
Fig. 2.1 Dual active full-bridge dc-dc converter and its switching waveform. (a) 
Topology. (b) Switching waveforms of the converter. 
 
Many methods have been proposed to extend the load range for ZVS, and there 
are two main approaches. The first is to use additional circuit components such as an 
extra inductor, a saturable inductor in series with the primary transformer and a snubber 
circuit [16-18]. This approach, while extending the load range for ZVS, results in 
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significant conduction losses or increases the design cost. The other approach is to 
employ zero current switching (ZCS) at the left leg transition and ZVS at the right leg 
transition without additional hardware component.   This approach also extends the load 
range for soft switching, but there is a region between minimum load for ZVS and 
maximum load for ZCS at left leg, where the switches of the left leg neither work under 
ZCS nor ZVS [19]. This paper proposes a new soft switching technique using switching 
signals with a variable duty ratio depending on the phase shift amount. 
The advantages of the proposed soft switching technique are as follows 
• It doesn’t require any additional circuit components. 
• It realizes the soft switching over a wide range from no load to full load. 
• No freewheeling interval reduces the circulating current, hence resulting 
in the reduction of conduction losses. 
 
2.2  Principle of circuit operation and soft switching 
As the switching signal waveforms, Vgs1-4, of the switch S1-4 shown in Fig. 2.2, 
the switches of converter with a conventional switching scheme are operated at fixed 
50% duty ratio. The primary current of the transformer, IP, is sufficient to discharge and 
charge the capacitances (C3, C4) during the switch transition at right leg and turns on S3 
under zero voltage. However, during the switching transition at the left leg, the primary 
current of the transformer changes its polarity and decreases, and is not sufficient to 
discharge/charge the capacitances (C1, C2) under light load, which results in hard 
switching of S2 at left leg.    
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(b) 
Fig. 2.2 Proposed soft switching scheme. (a) Light load condition. (b) Full load 
condition. 
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Fig. 2.2 shows the switching waveforms of converter operated by the proposed 
soft switching technique under light load condition and under full load condition. The 
duty ratio of switching signals (GS1-4, GT1-4) is not fixed at 50% but varies from 0% to 
50% depending on the amount of phase shift (D), that is, the duty ratio of switching 
signal is D/2. The switch pairs, S1, S4 and S2, S3 in the diagonal position each turn on/off 
simultaneously. Therefore, there is no freewheeling interval in the proposed soft 
switching scheme, which reduces the circulating current, hence resulting in the reduction 
of conduction losses. 
Since the positive half cycle is similar to the negative half cycle except that the 
signs of voltage and current are reversed, the analysis here of circuit operation is focused 
on the positive half cycle only. The circuit operations under light load and under full 
load are explained separately based on Fig. 2.2 (a), (b), where   Vgs1-4 are switching 
signals of S1-4 of the conventional switching scheme and  GS1-4 and GT1-4 each are 
switching signals of S1-4 and T1-4 of the proposed switching scheme. 
 
2.2.1 Circuit operation under light load 
 Mode I (t0<t<t1):  All switches are off-state prior to t0 and the primary current of 
the transformer, IP, is zero. The switches, S1 and S4, are turned on under ZCS and the 
switches of the rectifier, T1 and T4, are also turned on under ZCS. The input voltage VI 
begins to be applied to the transformer (Fig. 2.3 (a)). 
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Fig. 2.3 Circuit operations under light load. (a) Mode I. (b) Mode II. (c) Mode III. (d)  
Mode IV. 
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(d) 
Fig. 2.3 Continued. 
 
Mode II (t1<t<t2):  The switches, S1 and S4, are on-state and the primary current, 
IP, begins to increase and charge the leakage inductance of the transformer, Llk. The 
power is transferred in the forward direction during this interval (Fig. 2.3 (b)). 
Mode IV (t4<t<t5):  All switches are off-state and the primary current reduces to 
zero at t4.   The output voltage, Vo, is kept constant by output capacitor. The switches, S2 
and S3, will be turned on under ZCS during next negative half cycle (Fig. 2.3 (d)). 
 
2.2.2. Circuit operation under full load 
As the load increases, the primary current, IP, increases and is not zero at the 
switching transition any more, and the switching operation begins to lose ZCS.   
Mode I (t0<t<t1):  The switches, S2 and S3, are on-state prior to t0, and the primary 
current, IP, is not zero which results in lose of ZCS at the switching of  S1 and S4.   
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However, the primary current, IP is big enough to discharge the capacitors, C1 and C4 
and charge C2 and C3 for ZVS. The switches, S2 and S3, are turned off, and the primary 
current, IP, discharges the capacitors, C1 and C4 and charges C2 and C3. After the 
voltages across C1 and C4 drop to zero, the body diodes, D1 and D4, conduct.   
Subsequently, the switches, S1 and S4, are turned on under ZVS (Fig. 2.4 (a)). 
Mode II (t1<t<t2): The switches, S1 and S4, are on-state, and the primary current, 
IP, in reverse direction reduces to zero and then increases in the forward direction. The 
power is transferred in the forward direction during this interval (Fig. 2.4 (b)). 
Mode III (t2<t<t3):  The switches, S1 and S4, are turned off, and the primary 
current, IP, is sufficient for ZVS as in Mode I. The primary current discharges the 
capacitors, C2 and C3 and charges C1 and C4. After the capacitors, C2 and C3 are 
discharged completely, the body diodes, D2 and D3, conduct and subsequently the 
switches, S2 and S3 are turned on under ZVS (Fig. 2.4 (c)).    
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(a) 
Fig. 2.4 Circuit operations under full load. (a) Mode I. (b) Mode II. (c) Mode III. 
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Fig. 2.4 Continued. 
 
2.3  Load range for soft switching 
In order to calculate the load range for soft switching, the minimum phase shift, 
Dmin, for ZVS and the maximum phase shift, Dmax, for ZCS are calculated. This is done 
because the phase shift amount is a function of the load, and the fact that all switches of 
this converter are turned on/off under soft switching from no load to full load is proven 
mathematically. 
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2.3.1 Maximum phase shift, Dmax, for ZCS 
At first, the on-mode is analyzed, where the switches, S1 and S4, are on-state and 
the power is transferred in the forward direction. Then the off-mode is analyzed, where 
all switches are off-state after the switches, S1 and S4, are turned off and the primary 
current, IP, is not zero, both based on the circuit operation under light load condition 
assuming that the output capacitor, Co, is sufficiently large to hold Vo at constant. 
On-mode (t1<t<t2): The equivalent circuit of the converter referenced at the 
primary side during on-mode is shown in Fig. 2.5.    
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Fig. 2.5 Equivalent circuit of converter during on-mode. 
 
The following equations are obtained using KVL and KCL; 
)())(( . tnvti
dt
dLV conplkI +=                                (2.1) 
LR
cco
onp
n
tv
dt
tvd
n
Cti )())(()(. += ,                        (2.2) 
where n = N1/N2, turn ratio of transformer. 
Solving (2.1) and (2.2) using Laplace transform, and ip.on(t) is obtained after 
simplification assuming that lko2R2 LCn4 L >> , lk2o2R2 LCn2 L >>  and 1C2 oRL << . 
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and the peak primary current of transformer at t=DT/2= t2-t1 is 
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where T=1/fs [19]  
Off-mode (t3<t<t4): Fig. 2.6 shows the equivalent circuit referenced at the 
primary side during off-mode. 
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Fig. 2.6 Equivalent circuit of converter during off-mode. 
 
The equations obtained are as follows;     
0tnvti
dt
dLV coffplkI =++ )())(( .                              (2.5) 
LR
cco
offp
n
tv
dt
tdv
n
Cti )()()(. +=                                  (2.6) 
Solving (3.5), (3.6), and ip.off(t) is obtained after simplification as on-mode. 
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Since the primary current, ip.off(doffT/2) = 0 where t=doffT/2= t4-t3., the peak 
value of primary current, Ipeak, can be obtained using (2.7). 
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Using (2.4) and (2.8), doff is calculated. 
oI
oI
off
nVV
nVVDd +
−≈ )(                                          (2.9) 
In order to get ZCS, the primary current should be zero prior to the next half 
cycle. 
2
T
2
Td
2
TD off =+max   
1dD off =+max                                            (2.10) 
Substituting (2.9) into (2.10), the maximum phase shift for ZCS, Dmax, is 
obtained.  
I
oI
V2
nVVD +=max                                            (2.11) 
 
2.3.2 Minimum phase shift, Dmin, for ZVS  
Assuming lossless circuit elements, we get 
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From energy balance consideration, and the minimum primary current to flow 
through the leakage inductance, Llk, for ZVS is calculated as 
lk
p
Ip
L
CV2I = ,                                                (2.12) 
where CP = C1-4. 
Using (2.4) and (2.12), the minimum phase shift for ZVS is obtained. 
oI
lkpsI
nVV
LCfV4
D −=min                                        (2.13) 
From (2.11) and (2.13), we can get to conclusion that 
minmax DD >                                                 (2.14) 
because the parasitic values  such as the leakage inductance of transformer, Llk, and the 
parasitic capacitances of MOSFET, CP, are trivial in the industrial applications.   
Considering that the maximum phase shift for ZCS is larger than minimum phase shift 
for ZVS and that the phase shift is a function of the load, we see that the proposed soft 
switching technique realizes the complete load range for soft switching from no load to 
full load without additional hardware components. 
 
2.4  Experimental results and analysis  
A low profile high frequency transformer, planar transformer, was employed as a 
link, and a prototype converter was built with design parameter specifications as Table 
2.1. 
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Table 2.1 Design parameters.             
VI 
[V] 
Vo 
[V] 
fs 
[kHz] 
S1-4 T1-4 Co 
[uF] 
CI 
[uF] 
C1-4 
[nF] 
n 
N1:N2 
Llk 
[nH] 
48 24 250 IRFP054N IRFP054N 15 5 3.2 3:2 100 
 
Fig. 2.7 shows the experimental switching waveforms where the load is 320W 
and the phase shift, D, is 0.75. The switches, S2 and S4 are turned on under ZCS (Fig. 2.7 
(a)), while the switch S2 loses ZVS under this light load (Fig. 2.7 (b)). The oscillation on 
the primary current waveform is due to resonances between the leakage inductance of 
transformer and the output capacitance of switch.  
 
 
(a) 
Fig. 2.7 Switching waveforms under light load. (a) ZCS switching waveforms of S2 and 
S4. (b) Non-ZVS switching waveforms of S2 (Vds2: Drain to source voltage of S2, 
25V/div, GS2,4: Switching signals of S2,4, 10V/div, IP: Primary current, 5A/div). 
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(b)                       
Fig. 2.7 Continued. 
 
The drain to source voltage of S2, Vds2, should be VI/2 during the interval that the 
switch S1 and S2 both are turned off under light load, but the primary current, IP, 
discharges the capacitor C2 right after S1 is turned off and Vds2 reduces to the voltage less 
than VI/2 (Fig. 2.7 (b)). As the load increases, the switch, S4, begins to lose ZCS where 
the load is 440 W and D is 0.95 as shown in Fig. 2.8 (a).   However, the primary current, 
IP, is sufficient to discharge the capacitors, C2 and C4, and the switches, S2 and S4, are 
turned on under ZVS under full load (Fig. 2.8 (b),(c)), which indicates that the proposed 
switching technique realizes the complete load range for soft switching.   As described 
above, this dc-dc converter consists of two active full–bridge converters with bi-
directional power flow capability. 
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(a) 
 
(b) 
Fig. 2.8 Switching waveforms under full load. (a) Non-ZCS switching waveforms of S2 
and S4, (b) ZVS switching waveforms of S2. (c) ZVS switching waveforms of S4 (Vds2,4: 
Drain to source voltage of S2,4, 25V/div, GS2,4 : Switching signals of S2,4, 10V/div, IP: 
Primary current, 5A/div). 
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(c)                           
Fig. 2.8 Continued. 
 
 
(a) 
Fig. 2.9 Bi-directional power flow. (a) Forward power flow mode. (b) Reverse power 
flow mode (VP: Primary voltage of transformer, 50V/div, IP: Primary current, 5A/div, 
VS: Secondary voltage of transformer, 50V/div, IS: Primary current, 5A/div). 
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(b) 
Fig. 2.9 Continued. 
 
Fig. 2.9 shows the bi-directional power flow of converter. In reverse power flow 
mode where the external voltage source higher than the output voltage is connected to 
the load terminal (Fig. 2.9 (b)), the polarity of the primary current and the secondary 
current is opposite to the one of the primary voltage and the secondary voltage, which 
indicates the power flow from the secondary to the primary. The overall efficiency of 
converter is 90% which is primary degraded by the losses on the stray components of 
circuit and by the on-losses on the body diodes of MOSFETs on the secondary sides. 
 
2.5  Conclusion 
The bidirectional power flow, full-bridge dc-dc converter is a viable candidate 
for the buck/boost converter to charge a battery or supercapacitor during reverse power 
flow by regenerative breaking, which has attractive features in terms of low device 
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stress, small filter components, low switching losses and simple first order dynamics.   In 
this chapter, a new soft switching technique using variable switching duty ratio for the 
bi-directional power flow full-bridge dc-dc converter was proposed.   The proposed 
technique has been shown to achieve soft switching operation over wide load range.   
The proposed soft switching technique is also applicable to unidirectional dc-dc 
converter consisting of a full-bridge converter on the primary side and a diode rectifier 
and output filter on the secondary side. 
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CHAPTER III 
A HIGH FREQUENCY LINK DIRECT DC-AC CONVERTER FOR 
RESIDENTIAL FUEL CELL POWER SYSTEMS 
 
3.1       Introduction 
Fuel cell has been considered as one of the highly promising alternatives for 
environmentally friendly renewable energy generation due to its high efficiency, 
modularity, and cleanness. One of its applications for medium power is the residential 
power system, where a compact dc-ac converter with galvanic isolation is required [20-
23]. 
The high frequency (HF) link power conversion technique is attractive for this 
application because a bulky 60Hz transformer can be replaced with a compact high 
frequency transformer, and a high frequency link direct dc-ac converter which consists 
of a high frequency inverter, a cycloconverter, and a high frequency transformer 
between them, presents a possible way to build a compact direct dc-ac converter without 
the dc link capacitor and provides high conversion efficiency due to the reduced 
conversion step [12-13, 24].    
Since the dc voltage generated by a fuel cell stack varies widely and is low in 
magnitude (36V to 60V), a front-end step-up dc-dc conversion stage is required to 
provide a regulated  higher dc voltage to the high frequency link direct dc-ac  converter. 
Due to the nature of the fuel supply process, the fuel cell response time to changes in 
power demand is slow and varies from few seconds to few minutes. Therefore, it is 
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necessary to improve the dynamics of the system by introducing the auxiliary power 
source [25]. In addition, it is crucial to reduce the low frequency current harmonics 
drawn from the fuel cell by high frequency link dc-ac converter because the varying 
reactant conditions surrounding the cells due to the low frequency current ripple may 
impose a severe impact to the performance of the fuel cell [26]. The dominant harmonic 
of the low frequency current harmonics drawn from the fuel cell is a 120Hz harmonic by 
a single phase high frequency link dc-ac converter whose output frequency is 60Hz, and 
the limit of 120Hz current harmonic is specified as 0.15 per-unit (i.e. 15% of its rated 
current) from 10% to 100% load in [27]. The low frequency voltage ripple at the dc bus 
caused by the substantial low frequency current ripple and a conventional sinusoidal 
PWM technique assuming a ripple-free dc voltage are the primary contributors for the 
appearance of low order harmonics in the high frequency link dc-ac converter output not 
present in the PWM switching functions, and are responsible for the deterioration in the 
quality of output voltage. A simple straightforward solution to this problem is to increase 
the output filter capacitance of the step-up dc-ac conversion stage, which makes it bulky 
and contributes to slow response, increased cost and losses [28].  
In order to overcome these problems, a boost converter connected in series high 
frequency link direct dc-ac converter is proposed in this paper. A new multi-loop control 
to reduce the low frequency current harmonics drawn from the fuel cell and a new 
sinusoidal PWM technique for the cycloconverter at the secondary to reject the low 
order harmonics in the output voltage caused by the low frequency input voltage ripple 
are presented with proposed topology. The proposed multi-loop control reduces the 
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120Hz input current ripple of the boost converter dramatically without additional filter 
requirement, and the proposed PWM technique guarantees the high quality of the ac 
output voltage.  
The performance of the proposed schemes is verified by the various simulation 
and experiment results, and their trade-offs are described in detail using mathematical 
evaluation approach. 
 
3.2. Proposed high frequency link dc-ac converter 
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Fig. 3.1 Proposed high frequency link dc-ac converter. 
 
Fig. 3.1 shows the proposed boost converter cascaded high frequency link dc-ac 
converter for residential fuel cell power system applications. Since the fuel cell terminal 
voltage varies significantly depending on the load change, it is required to boost and 
regulate the fuel cell voltage. The high frequency link transformer needs to be designed 
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to accommodate the lowest magnitude of the fuel cell voltage. During the normal 
operation the nominal input voltages are typically much higher than the minimum value 
and the transformer does not operate optimally [25]. Therefore, the boost converter step-
up the fuel cell voltage to 84V, regulates and supplies a constant dc voltage to the input 
terminal of high frequency inverter at the primary, which allows the inverter to operate 
with a fixed duty ratio and does transformer to operate optimally. A battery pack is 
connected to the dc bus to provide fast system dynamic response. The high frequency 
inverter in push-pull connection at the primary generates a rectangular voltage waveform 
with 50% duty ratio and provides it to the secondary side through high frequency link 
transformer. The cycloconverter with a new PWM technique produces sinusoidally 
modulated 60Hz split single phase output voltage waveforms with high quality. 
 
3.3 Multi-loop control for boost converter 
The main propose of the front-end boost converter is to step-up the fuel cell 
voltage and regulate the output voltage and the input current. The magnitude of the low 
frequency (120Hz) input current ripple is highly dependent on the voltage control loop 
characteristic and the size of capacitor, Cd, at the dc bus. 
The output voltage and current of high frequency link dc-ac converter are defined 
simply as follows 
)sin(2)( . tVtv ormsoo ω=  
)sin(2) .( φω −= tIti ormsoo ,       (3.1) 
where φ is power factor angle. 
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The instantaneous output power, Po(t), is  
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Considering power balance with assumption that vd(t) is a  constant dc value, Vd, 
the dc current id(t) is 
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)()( . titi rppldc −= ,        (3.3) 
where 120Hz ripple current as large as fundamental current is included in the current of 
dc bus terminal. The dc bus voltage with a voltage ripple caused by the 120 Hz current 
ripple across Cd is expressed as follows 
))2sin(1()(1)( ∫ −+=+= φω tkVdttiCVtv odcddd , 
where 2
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The steady state voltage error calculated in the voltage control loop of boost 
converter becomes 
)2sin(
2
)()( .. φωω −−=−= tVC
IVtvVtv o
ddo
rmsormso
dderr ,    (3.5) 
and the current reference of the current loop is the voltage error multiplied by voltage 
loop gain. Therefore, a large 120Hz ripple current which is 180º phase shifted from the 
120Hz ripple voltage at the dc bus is induced at the fuel cell terminal with a 
conventional PI control, and deteriorates the performance of fuel cell power system. In 
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order to reduce the 120Hz input ripple current, a new multi-loop control is proposed 
(Fig. 3.2). An additional control loop with gain Kc is added to the PI voltage control 
loop, and the voltage error multiplied by Kc cancels the 120Hz ripple component of the 
current reference of the current control loop and eliminates the 120Hz input ripple 
current at the fuel cell terminal. A limiter on the current reference limits the sudden large 
current reference command during start up or load change and prevents the inductor 
from saturating and does the switching devices from being damaged. 
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Fig. 3.2 Block diagram of proposed multi-loop control. 
 
Fig. 3.3 shows the simulation results obtained with 10% voltage ripple at the 
output of boost converter. The input current ripple with the proposed multi-control 
scheme is reduced from is.pp=27.2 to is.pp=3.8A, and the 120Hz harmonic of input current 
is reduced from Is.h2=0.3p.u. to Is.h2=0.008p.u., while the output voltage ripple, vd.pp, is 
increased by 2.1%. The increased voltage ripple at the dc bus is counted into designing a 
new PWM scheme for the cycloconverter at the secondary. During load transition, the 
maximum overshoot of vd is increased by multi-loop control, but its effect is mitigated 
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by the battery in parallel with Cd and the independent voltage control with a new PWM 
technique for the cycloconverter. 
 
 
(a) 
 
(b) 
Fig. 3.3 Waveforms of is and vd. (a) vd and is with conventional PI control. (b) vd and is 
with proposed multi-loop control (fsw = 40kHz, Ls = 60uH, Cd = 5.5mF and Po=1.5kVA). 
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3.4 Proposed PWM technique for cycloconverter 
In this section, the performance of the proposed PWM technique for the 
cycloconverter at the secondary is analyzed using a switching function approach. The 
PWM switching signals of cycloconverter are obtained by converting the level of the 
PWM switching signals of the single phase inverter composed of unidirectional switches 
according to the polarity of the ac link voltage. The PWM switching signals of 
cycloconverter are same as those of single phase inverter when the polarity of ac link 
voltage is positive. On the other hand, when the polarity of ac link voltage is negative, 
the PWM switching signals of cycloconverter are generated by reversing the level of 
PWM switching signals of the inverter [6]. Therefore, the PWM switching functions and 
output voltages of the cycloconverter can be expressed in the same manner as those of 
single phase inverter using Fourier series. The switching functions can be written as 
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For the ripple-free dc bus voltage, Vd, the respective output voltages are given by 
∑== ∞
=1m
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∑ −== ∞
=1m
omdbdBN tmAnVtSnVtv )(sin)()( πω , 
where n is transformer turn ratio.       (3.7) 
However, the dc bus voltage of single phase high frequency link dc-ac converter 
has 120Hz voltage ripple caused by the inherent 120Hz input current ripple as mentioned 
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in the third section. The output voltages with 120Hz voltage ripple at the dc bus can be 
written as follows using (3.4) and (3.6)  
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It is apparent that low order harmonics at (2ωot – φ ± m ωot) and (2ωot – φ ± m( 
ωot - π)), not present in the PWM switching functions, appear in the output voltages due 
to the dc-link voltage ripple.  
 
 
(a) 
Fig. 3.4 Output voltage waveforms with conventional PWM technique. (a) vd with 20% 
ripple. (b) vAN and vBN. (c) Frequency spectrum of vAN (fsw=20kHz and modulation 
index, ma= 0.7). 
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(b) 
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(c) 
Fig. 3.4 Continued. 
 
The simulation is carried out with 120 Hz voltage ripple of 20% (i.e., k=0.1) in 
the dc bus. Fig. 3.4 illustrates that the conventional PWM technique with 120Hz voltage 
ripple in the dc bus generates the 3rd harmonics in the output voltages and distorts the 
output waveforms. 
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3.4.1 Proposed PWM technique to cancel the low order harmonics 
In order to eliminate the low order harmonics in the output voltages caused by 
the conventional PWM switching functions, (3.6), with 120Hz voltage ripple in the dc 
bus, new PWM switching functions are proposed as follows 
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The respective output voltages then become 
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(a) 
Fig. 3.5 Output voltage waveforms with proposed PWM technique. (a) vd. (b) Modified 
modulation index, ma. (c) vAN and vBN. (d) Frequency spectrum of vAN. 
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(b) 
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(d) 
Fig. 3.5 Continued. 
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Equation (3.10) is identical to (3.7) where the 120Hz voltage ripple is zero. 
Therefore, the proposed PWM technique cancels the low order harmonics in the output 
voltages without increasing the filter capacitor (Cd), and guarantees the output voltages 
with high quality. Fig. 3.5 shows the simulation results obtained with proposed PWM 
switching functions, where the PWM technique is implemented by changing the 
modulation index according to the voltage ripple adaptively (Fig. 3.5 (b)). Fig. 3.5 (d) 
illustrates the frequency spectrum of output voltage and depicts the cancellation of low 
order harmonics. 
 
3.4.2 Evaluation of proposed PWM technique 
(a) Current ripple in the dc bus: The dc current, id(t), in the dc bus with proposed 
switching technique is given by 
))()()()(()( .. titStitSnti BNnewbANnewad +=      (3.11) 
The magnitude of dc component and the low order harmonics can be obtained 
using a geometric series. The simplified dc term and the low order harmonics are given 
by 
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where I is a peak value of each phase current and m=1. 
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Fig. 3.6 shows the frequency spectrum of dc current, id, with 20% voltage ripple 
at the dc bus. For a modulation index ma=0.7 (i.e., A1=ma/2=0.35), Ih2=0.36 p.u. at 
120Hz and Ih4=0.036 p.u. at 240Hz. Thus, it can be concluded that the proposed PWM 
technique effectively eliminates the low order harmonics of the output voltages, but the 
dc current of the dc bus, id, will be distorted by the increased Ih2 and Ih4. For reasonable 
magnitude of voltage ripple at the dc bus, the magnitudes of Ih2 and Ih4 are not high.  
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Fig. 3.6 Frequency spectrum of id. 
 
(b) Voltage gain of high frequency link dc-ac converter: The 120Hz voltage 
ripple of the dc bus (Fig. 3.5 (a)) also appears in the ac link voltage at the secondary with 
an amplitude multiplied by the transformer turn ratio (n), and reduces the margin to 
incorporate higher instantaneous values of the modulating signal given by the proposed 
switching functions (3.9). Moreover, this insufficient margin is proportional to the 
magnitude of voltage ripple. Thus, there is an upper limit to which the modulation index 
can be raised with proposed switching functions for a particular magnitude of voltage 
ripple, which results in losses of voltage gain. Therefore, considering the increased 
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voltage ripples by the multi-loop control and the increased Ih2 and Ih4 resulted from the 
proposed PWM technique, ∆k1 and ∆k2 each, the percentage voltage gain of high 
frequency link dc-ac converter with voltage ripple of magnitude k is given by 
%100))(1( 21 ×∆+∆+−= kkkGv       (3.15) 
The reduced voltage gain at 20% voltage ripple is 11.5% in Fig. 3.7. 
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Fig. 3.7 Voltage gain versus Vd.pp. 
 
(c) Output voltage quality: Fig. 3.8 presents the total harmonic distortion (THD) 
of the output voltage (vAN) at various percentage of dc voltage ripple, both with a 
conventional PWM technique and with the proposed PWM technique. For 50% voltage 
ripple, the total increased voltage ripple by the multi-loop control and the proposed 
PWM technique is 63.4% (i.e., k+∆k1+∆k2=0.32) at the modulation index, ma=0.7, where 
the margin to incorporate higher instantaneous values of the modulating signal is 
insufficient and the THD of output voltage is increased to 11.6%. 
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Fig. 3.8 THD of output voltage (vAN). 
 
Thus, the margin of modulating signal should be larger than the total voltage 
ripple of the dc bus to avoid a severe distortion of output voltage. 
211 kkkma ∆+∆+≥−        (3.16) 
 
3.4.3 Calculation of Cd 
The required capacitance of Cd for a desired voltage ripple (2kVd) is calculated 
using the equation (3.4) as follows 
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In addition, the capacitance of Cd also satisfies the following equation for the 
proper operation of the boost converter. 
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3.5 Generation of switching sequence 
3.5.1 Switching sequence  
 The switching sequence of the proposed dc-ac converter is shown in Fig. 3.9. In 
this figure, bidirectional switches in phase A and B are shown to explain how to obtain 
split single-phase sinusoidal ac output voltages. The PWM control is carried out by 
switching signals generated by DSP board where a sawtooth waveform carrier having 
twice of the ac link frequency and control signals Va* and Vb* are compared. The 
switching sequence of the bidirectional switches is determined as follows. The switches, 
Q3 and Q4, of the inverter at the primary are turned on and off synchronized with the 
edge of the sawtooth carrier signal. Therefore, the ac link voltage, VT2, has rectangular 
waveform with 50% duty ratio.  
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Fig. 3.9 Switching sequence. 
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The PWM switching signals of cycloconverter at the secondary, Sa and Sb, are 
obtained by converting the level of the PWM switching signals of the single phase 
inverter composed of unidirectional switches, Ga and Gb, according to the polarity of the 
ac link voltage. The PWM switching signals of cycloconverter are same as those of 
single phase inverter when the polarity of ac link voltage is positive. On the other hand, 
when the polarity of ac link voltage is negative, the PWM switching signals of 
cycloconverter are generated by reversing the level of PWM switching signals of the 
inverter [6]. 
 
3.5.2 4-step switching strategy 
The cycloconverter at the secondary has difficulties to commutate inductive load 
current from one bidirectional switch to another due to finite switch on/off times. Since 
the instantaneous switching is practically impossible, the on/off operation of a 
semiconductor switch requires a finite delay time. If an overlap between the switching is 
provided, the source side voltage essentially short-circuited. A finite amount of 
switching delay is therefore mandatory. This, however, results in the interruption of 
inductive load current causing damaging voltage spikes on the switches. Therefore, lossy 
snubber circuits are required to protect the switching device from voltage spikes. The 
proposed 4-step strategy independently controls each switching device of a bidirectional 
switch depending on the input voltage or load current polarity. This approach offers safe 
transition of inductive load current at all power factor from one bidirectional switch to 
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another and ensures safe switching operation even in the presence of source side stray 
inductance. [29-30] 
With an inductive load, a cycle of input can be divided into 4 modes according to 
the direction of input voltage and load current as followings (Fig. 3.10). 
Mode 1: VI > 0, iL > 0 
Mode 2: VI > 0, iL < 0 
Mode 3: VI < 0, iL > 0 
Mode 4: VI < 0, iL < 0 
 
VI
iL
S1T
S1B
S2T
S2B
LA
 
Fig. 3.10 Simplified cycloconverter circuit of phase A. 
 
The operation of 4 step switching sequence is divided into voltage and current 
reference mode according to the reference signal. Voltage reference mode uses input 
voltage polarity as a reference, and current reference mode uses load current polarity as a 
reference. The brief explanation of each mode of operation is following. 
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A. Voltage reference mode 
In this mode, input voltage polarity is used as a reference signal. Therefore, 
switching sequences of mode 1 and mode 2 are identical, since their input voltage 
polarity is same. Similarly, mode 3 and mode 4 use same switching sequence. The 
operation sequences for commutation from S1T and S1B to S2T and S2B are described as 
follows. 
In the case of commutation from S2T and S2B to S1T and S1B, the 4 step switching 
will follow exactly reverse sequence of the above. The example of the gate signals for 
voltage reference mode operation is shown in Fig. 3.11, where VP represent reference 
signal, that is input voltage polarity, and VCS represents switch conduction state. 
 
VP
VCS
S1T
S1B
S2T
S2B
VI > 0
S1 conduct S1 conduct
VI < 0
S2 conduct
t
t
t
t
t
t
 
Fig. 3.11 Voltage reference mode 4-step switching signals. 
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Mode 1: VI>0 and iL>0 (S1T is conducting) 
 Step1: turn on S2B – Nothing happen since S2B is reverse biased. 
 Step2: turn off S1T – The load current is transferred from S1T to S2B. 
 Step3: turn on S2T – Nothing happen. 
 Step4: turn off S1B – S1 is turned off 
Mode 2: VI>0 and iL<0 (S1B is conducting) 
 Step1: turn on S2B – Nothing happen since S2B is reverse biased. 
 Step2: turn off S1T – Nothing happen. 
 Step3: turn on S2T – The load current is transferred from S1B to S2T. 
 Step4: turn off S1B – S1 is turned off. 
Mode 3: VI<0 and iL>0 (S1T is conducting) 
 Step1: turn on S2T – Nothing happen since S2T is reverse biased. 
 Step2: turn off S1B – Nothing happen. 
 Step3: turn on S2B – The load current is transferred from S1T to S2B. 
 Step4: turn off S1B – S1 is turned off. 
Mode 4: VI<0 and iL<0 (S1B is conducting) 
 Step1: turn on S2T – Nothing happen since S2T is reverse biased. 
 Step2: turn off S1B – The load current is transferred from S1B to S2T. 
 Step3: turn on S2B – Nothing happen. 
 Step4: turn off S1B – S1 is turned off. 
 
 
 66
B. Current reference mode 
The current reference mode operation is similar to voltage reference mode except 
the load current polarity is used as a reference signal. Therefore, switching sequences of 
mode 1 and mode 3 are identical, since their load current polarity is same. Similarly, 
mode 2 and mode 4 use same switching sequence. The operation sequences for 
commutation from S1T and S1B to S2T and S2B are described as follows. The example of 
the gate signals for current reference mode operation is shown in Fig. 3.12, where VP 
represent reference signal, that is load current polarity, and VCS represent switch 
conduction state. 
 
VP
VCS
S1T
S1B
S2T
S2B
iL > 0
S1 conduct S1 conduct
iL < 0
S2 conduct
t
t
t
t
t
t
 
Fig. 3.12 Current reference mode 4-step switching signals. 
 
Mode 1: VI>0 and iL>0 (S1T is conducting) 
 Step1: turn off S1B – Nothing happen. 
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 Step2: turn on S2B – Nothing happen since S2B is reverse biased. 
 Step3: turn off S1T – The load current is transferred from S1T to S2B. 
 Step4: turn on S2T – S2 is turned on. 
Mode 2: VI>0 and iL<0 (S1B is conducting) 
 Step1: turn off S1T – Nothing happen. 
 Step2: turn on S2T – The load current is transferred from S1B to S2T. 
 Step3: turn off S1B – S1 is turned off. 
 Step4: turn on S2B – Nothing happen. 
Mode 3: VI<0 and iL>0 (S1T is conducting) 
 Step1: turn off S1B – Nothing happen. 
 Step2: turn on S2B – The load current is transferred from S1T to S2B. 
 Step3: turn off S1T – S1 is turned off. 
 Step4: turn on S2T – Nothing happen. 
Mode 4: VI<0 and iL>0 (S1B is conducting) 
 Step1: turn off S1T – Nothing happen. 
 Step2: turn on S2T – Nothing happen since S2T is reverse biased. 
 Step3: turn off S1B – The load current is transferred from S1B to S2T. 
 Step4: turn on S2B – Nothing happen. 
 
C. 4 step switching technique for electronic transformer 
The voltage reference mode is employed in order to apply 4-step switching 
technique into the cycloconverter. The polarity of input voltage is decided based on the 
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switching signal of Q3 of the inverter at the primary generated by DSP board, and 4-step 
switching sequence is implemented by a programmable controller, FPGA chip.  
 
3.6       A three-phase high frequency link direct dc-ac converter 
3.6.1 Analysis of three-phase high frequency link dc-ac converter 
A three-phase high frequency link direct dc-ac converter is obtained with same 
topology using two switching functions having 60° difference in phase. 
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The three-phase output voltages are calculated in same manner as the case of 
single-phase system. 
∑== ∞
=1m
omdad tmAnVtSnVtvac )(sin)()( ω  
∑ −== ∞
=1m
omdbd
3
tmAnVtSnVtvbc )(sin)()( πω  
∑ +=−= ∞
=1m
omd
3
tmAnVtvbctvactvab )(sin)()()( πω ,   (3.20) 
where n is transformer turn ratio.  
 The dc current at dc bus, id(t), is given by 
))()()()(()( titStitSnti bbaad +=       (3.21) 
The output voltage and current of three-phase dc-ac converter can be expressed 
in vector diagram as in Fig. 3.13, and their simulation waveforms are given in Fig. 3.14. 
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Fig. 3.13 Vector diagram of three-phase system. 
 
 
(a) 
Fig. 3.14 Simulation results of three-phase dc-ac converter. (a) Output voltage 
waveform. (b) Output current waveforms. 
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(b) 
Fig. 3.14 Continued. 
 
3.6.2 Comparative evaluation with a conventional high frequency three-phase 
direct dc-ac converter 
The three-phase direct dc-ac converter (B4) is compared with a conventional 
three-phase direct dc-ac converter (B6) which has six bi-directional switches at the 
secondary based on the mathematically obtained rating data of a bi-directional switch 
and transformer.   In Table 3.1, the transformer VA rating and the voltage rating and 
current rating of the bi-directional switch of the conventional three-phase direct dc-ac 
converter each are considered 1 per-unit.   Table 3.1 shows that the VA rating of the bi-
directional switch and transformer of the proposed direct dc-ac converter (B4) each are 
1.48 times and 1.6 times larger than those of the conventional direct dc-ac converter 
(B6), which is resulted from the reduction of the bi-directional switch count from six to 
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four in the proposed topology, and that the turn ratio of the transformer is 0.8 times 
smaller than that of the conventional dc-ac converter.  
 
Table 3.1 Component ratings of three-phase dc-ac converter. 
 
Voltage rating of 
switch, 
VSW 
Current rating 
of switch, 
ASW 
V·A rating of 
transformer, 
VATR 
Turn ratio of 
transformer, 
N 
B4 1.6 pu 0.93 pu 1.6 pu 0.8 N1 
B6 1 pu 1 pu 1 pu N1 
 
 
3.7 Experimental results 
In order to provide experimental verification of the proposed scheme, a boost 
converter cascaded high frequency link direct dc-ac converter has been built with 
TMS320LF2407 and FPGA chip, where the fuel cell voltage (36V) is converted to the 
60Hz, 120Vrms split single-phase AC output voltages. The boost converter and dc-ac 
converter operate at 40kHz and at 20kHz each. The input inductor of boost converter is 
60uH, and two values of output capacitor, Cd, 5.5mF for 10% voltage ripple and 3.3mF 
for 20% voltage ripple are used to verify the simulation results, which were properly 
designed using equations (3.17 and 3.18) for desired voltage ripples at the dc bus. Fig. 
3.15 shows that the waveforms of the output voltage and input current obtained from the 
boost converter, and illustrates that the proposed multi-control scheme reduces the 
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120Hz input current ripple harmonic to the magnitude less than 10% of dc value, which 
improves the performance of fuel cell system. 
 
 
(a) 
 
(b) 
Fig. 3.15 Output waveforms of boost converter. (a) Conventional PI control. (b) Multi-
loop control. 
 
          vd, 
 20V/div 
         is,  
10A/div 
         vd, 
 20V/div 
         is,  
10A/div 
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Fig. 3.16 shows that the voltage ripple at the dc bus with a conventional PWM 
technique assuming ripple-free voltage at the dc bus generates distorted output voltages 
with the 3rd harmonic at 180Hz. 
 
 
(a) 
 
(b) 
Fig. 3.16 Output voltage waveforms of dc-ac converter with a conventional PWM 
technique under 20% voltage ripple and ma=0.7. (a) AC link voltage, vT2, 100V/div. (b) 
Output voltage waveforms. (c) Frequency spectrum of vAN, 20Vrms/div. 
         vd,  
20V/div 
        vAN, 
100V/div 
vBN 
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(c) 
Fig. 3.16 Continued. 
 
 
(a) 
Fig. 3.17 Output voltage waveforms of dc-ac converter with a proposed PWM technique. 
(a) Output voltage waveforms. (b) Frequency spectrum of vAN, 20Vrms/div. 
 
ma 
        vd, 
20V/div 
vBN 
       vAN, 
100V/div 
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(b) 
Fig. 3.17 Continued. 
 
The proposed PWM technique is implemented by DSP, where an adaptive 
modulating signal is generated based on the sensed dc voltage ripple, and it eliminates 
the 3rd harmonic of output voltage effectively and produces the output voltage 
waveforms with high quality (Fig. 3.17). 
 
3.8 Conclusion 
In this chapter, a boost converter cascaded high frequency link direct dc-ac 
converter for fuel cell power sources has been proposed. The boost converter has been 
shown to regulate the dc bus voltage effectively when the fuel cell voltage varies widely 
depending on the load condition. Further, the proposed multi-loop control of the boost 
converter has been shown to reduce the 120Hz input current harmonic drawn from the 
fuel cell to less than 10% without additional filter requirements. The evaluation of 
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proposed PWM technique illustrates that immunity to voltage ripple at the dc bus can be 
achieved only at the expense of loss of voltage gain in the dc-ac converter and marginal 
dc current distortion.  Experimental results have been shown to validate the feasibility of 
the proposed approach. 
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CHAPTER IV 
A CURRENT-FED HIGH FREQUENCY LINK DIRECT DC-AC CONVERTER 
WITH ACTIVE HARMONIC FILTER FOR FUEL CELL POWER SYSTEMS 
 
4.1 Introduction 
The fuel cell has been considered as one of highly promising alternatives for 
environmentally friendly renewable energy generation due to its high efficiency, 
modularity, and cleanness. One of its applications for medium power is the residential 
power system, where a compact dc-ac converter with galvanic isolation is required [20-
23]. 
The high frequency link power conversion technique is attractive for this 
application because a bulky 60Hz transformer can be replaced with a compact high 
frequency transformer, and a high frequency link direct dc-ac converter which consists 
of a high frequency inverter, a cycloconverter, and a high frequency transformer 
between them presents a possible way to build a compact direct dc-ac converter without 
the dc link capacitor, which provides the high conversion efficiency due to the reduced 
conversion step [12-13, 24, 34-35]. 
Since the residential power system needs the split single phase output voltages of 
120Vrms from the low dc voltage source (36V to 60V), a boost type converter or a high 
turn ratio of the transformer is required [9]. The current-fed dc-ac converter is known as 
an effective solution for the power conversion from the low voltage to the high voltage 
because it can operate in the buck and boost modes, and provide easy balancing of 
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transformer [36-38]. Moreover, a current-fed converter requires less size of the input 
filter because the primary inductor is placed in the input side [22-23]. However, a large 
input filter is still required to cancel the low frequency current harmonics drawn from 
the fuel cell by high frequency link dc-ac converter because the varying reactant 
conditions surrounding the cells due to the low frequency current ripple may impose a 
severe impact to the performance and durability of the fuel cell [26]. The dominant 
harmonic of the low frequency current harmonic drawn from the fuel cell is a 120Hz 
harmonic by a single phase high frequency link dc-ac converter whose output frequency 
is 60Hz, and the limit of 120Hz current harmonic is specified as 0.15 per-unit (i.e. 15% 
of its rated current) from 10% to 100% load in [27]. 
In order to solve these problems, a current-fed high frequency link direct dc-ac 
converter with an active harmonic filter is proposed in this paper. The current-fed high 
frequency link direct dc-ac converter generates the split single phase ac outputs from the 
fuel cell powered dc source in a single power conversion stage. The active harmonic 
filter makes the compensation current eliminating the input harmonic current of 120 Hz 
drawn from the fuel cell using an electrolytic capacitor. In this summary, the operation 
and control of the proposed high frequency link dc-ac converter are presented in detail 
and the simulation results are provided to verify the usefulness of the proposed scheme.  
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4.2 Proposed current-fed high frequency link direct dc-ac converter 
 
Ls
Lf
Cf
Q5
Q6
Df
Q1 Q2
Q4Q3
vT1−
−
vcf
S1 S2
van
+
−
vbn
+
−
vab+ −
+
iLs
iLfis 1 : n
iT2
Fuel
Cell Vdc
+
−
+
Can Cbn
n  
Fig. 4.1 Proposed current-fed high frequency link direct dc-ac converter. 
 
Fig. 4.1 shows the proposed current-fed high frequency link direct dc-ac 
converter with an active harmonic filter for fuel cell applications. The current-fed high 
frequency full-bridge inverter at the primary that consists of an inductor (Ls) and four 
reverse-blocking MOSFET switches (Q1-4) with diodes generates sinusoidally PWM 
modulated current pulses with zero current switching (ZCS) for two single phases each, 
and provides them to the secondary via high frequency link transformer. The 
cycloconverter at the secondary which consists of only two bidirectional switches(S1and 
S2) and output filter capacitors (Can and Cbn) produces sinusoidally modulated 60Hz split 
single phase output voltage waveforms(Van and Vbn) with near zero current. The active 
harmonic filter makes the compensation current eliminating the harmonic current of 120 
Hz that appears in the input side. The diode Df and capacitor Cf in the active filter are 
used for the voltage clamping in the high frequency inverter operation without the 
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additional claming circuits. The proposed configuration offers a simple structure, easy 
balancing of the high frequency transformer and an effective solution to eliminating the 
120 Hz input current ripple. 
There are three operating modes in the proposed current-fed high frequency link 
direct dc-ac converter; the powering, reset, and restoring modes. 
 
4.2.1 Powering mode 
Two diagonal switches (Q1 and Q4, or Q2 and Q3) are closed under zero current 
in the powering mode as shown in Fig. 4.2.(a). The current iLs of the primary inductor is 
sinusoidally modulated separately for two single phases by the full-bridge inverter and 
transferred to the output through the high frequency transformer and cycloconverter. The 
bi-directional switch for each phase is closed with fixed duty ratio at the near zero 
current according to the polarities of the modulated link current and the desired output 
voltage.  
 
4.2.2 Reset mode  
Two upper or lower switches (Q1 and Q2, or Q3 and Q4), or all four switches are 
opened in the reset mode as shown in Fig. 4.2 (b). The inductor current iLs flows through 
the diode Df and charges the capacitor Cf . The primary inductor is generally reset 
through a flyback winding in the conventional current-fed approaches [31-33], which 
has the complexity of the inductor and produces a high impact current. These 
disadvantages are easily overcome in the proposed scheme. The capacitor voltage vCf can 
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be controlled by the switches Q5 and Q6 during the active filter operation and is 
maintained to be higher than the input voltage Vdc and the transformer primary voltage 
vT1. 
 
 
(a) 
 
(b) 
 
(c) 
Fig. 4.2 Operating modes of current-fed high frequency link dc-ac converter. (a) 
Powering mode. (b) Reset mode. (c) Restoring mode. 
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4.2.3 Restoring mode  
Both switches of one inverter leg (Q1 and Q3, or Q2 and Q4), or all four switches 
are closed under zero current as shown in Fig. 4.2 (c). Thus, the inductor current 
increases with a rate of Vdc/Ls in the restoring mode while decreases with a rate of (Vdc-
vCf)/Ls in the reset mode. 
Therefore, the primary inductor current can be controlled by appropriate 
selection of the reset and restoring mode during the interval that the primary current is 
not transferred to the secondary side. 
 
4.3 Active cancellation of 120Hz input harmonic current 
The input and output powers of the inverter should be balanced in both average 
and instantaneous senses. The output voltage and current of the dc-ac converter with a 
sinusoidal output can be expressed simply as 
tVtv ormso ωsin2)( =                 (4.1) 
)sin(2)( φω −= tIti ormso ,             (4.2) 
where φ denotes a power factor angle. The instantaneous power is derived from (4.1) and 
(4.2) as 
)2cos()()()( φω −−== tIVIVtitvtP ormsrmsrmsrsmooo    (4.3) 
The average power is defined as 
φcosrmsrmsav IVP =           (4.4) 
The input current for a constant input voltage of Vdc can be represented as 
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)2cos(cos)( φωφ −−= t
V
IV
V
IVti o
dc
rmsrms
dc
rmsrms
s       (4.5) 
The second term of the right hand side in (4.5) is the second order ripple current 
defined as 
)2cos()( φω −−= t
V
IVti o
dc
rmsrms
r          (4.6) 
 
p o
P a v
t
is
Is , a v
t
a re a  =  ∆ Q
a re a  =  ∆ Q
t
iC f
t
v C f ∆ v C f
 
Fig. 4.3 Output power, input current, capacitor current and voltage waveforms. 
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The basic concept of the proposed technique is that the capacitor Cf stores the 
charge ∆Q from the DC source during the negative half cycle of the ripple current and 
then supplies the stored charge to the output during the positive half cycle. Fig. 4.3 
shows the output power, input current, net capacitor current, and capacitor voltage. The 
charge ∆Q is equal to the area of the half cycle and can be represented as 
π60/2 rmsIQ =∆ .        (4.7) 
The voltage ripple of the filter capacitor Cf can be calculated from (4.7) as 
fcf CQv /∆=∆ .        (4.8) 
Fig. 4.4. shows the operation of the active harmonic filter, where it is assumed 
that the filter capacitor voltage vcf is controlled to be higher than Vdc and vT1.  
 
 
 
(a) 
Fig. 4.4 Operating modes of active harmonic filter. (a) Buck mode. (b) Boost mode. 
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(b) 
Fig. 4.4 Continued. 
 
Two operating modes can be considered for the active filter operation. One is the 
buck mode as shown in Fig. 4.4 (a). The switch Q5 and diode D6 operates in this mode 
and the stored charge is supplied to the output through the filter inductor Lf. The other is 
the boost mode as shown in Fig. 4.4 (b). The current of the filter inductor flows from the 
source to the filter capacitor and the filter capacitor is charged by the boosting action of 
the switch Q6 and diode D5. 
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4.4 Control strategy 
4.4.1  Control of output voltage 
Fig. 4.5 (a) shows the voltage control scheme for the main high frequency link 
dc-ac converter. The output voltage is controlled by the PWM of the full-bridge inverter, 
where Gv(s) is the gain of the voltage control loop. A simple proportional (P) control is 
used for Gv(s).  
 
+
−
G v(s)
abs
Q 1, Q 4
Q 2, Q 3
van*, vbn*
+
−
van, vbn
+
−
phase
shift
Logic
C ircuit
S 1,2
 
(a) 
iT2
S1
S2
van = positive half cycle
vbn = negative half cycle
iT2
S1
S2
van = negative half cycle
vbn = positive half cycle  
(b) 
Fig. 4.5 Voltage control for current-fed high frequency link dc-ac converter. (a) Voltage 
control scheme. (b) Switching method of bi-directional switches. 
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The bi-directional switches S1, S2 in the secondary side are turned on with fixed 
duty ratio according to the polarities of the control input and link current, and switched 
to each other with a commutation for the leakage current of transformer as shown in Fig. 
4.5 (b). Fig. 4.6 shows the current control scheme for the primary inductor. The inductor 
current is controlled by choosing the reset or restoring mode. The current reference can 
be calculated from the average output power. An integrator with a reset is used as a 
controller. The reset mode is selected xk > 0 and the restoring mode is selected when 
xk<0, where ∫ −= −kT Tk dttitix LsLsk )1( )]()(*[  and T is the switching period. 
 
iLs*
−
iLs
∫
Reset
xk +
−
reset
mode
restore mode
+
 
Fig. 4.6 Current control scheme for the primary inductor. 
 
4.4.2 Control of active harmonic filter 
Fig. 4.7 shows the control block diagram for the active harmonic filter. The 
current reference iLf* can be calculated from the average output power Pav as shown in 
this figure. 
The proportional-integral (PI) control is used for the block Gf(s). The control 
input is applied to the switches by using the PWM. As mentioned, there are two 
operating modes in the active filter. The buck mode is selected for the positive control 
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input while the boost mode for the negative control input. The switch Q5 is controlled in 
the buck mode and Q6 is controlled in the boost mode. 
 
+
van, vbn
ian, ibn
Pav
Vdc
avg.
power
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is,av
−
iLs
iLf*
iLf
Gf(s) +
−
abs
+−
+
−
buck mode
boost mode
PWM pulse
Reference calculation
 
Fig. 4.7 Control block diagram of active harmonic filter. 
 
4.5 Analysis of simulation results 
To verify the usefulness of the proposed converter, the computer simulation is 
carried out for the actual parameters as follows: Vdc = 48V, fs = 20kHz, Ls = 500uH, Lf = 
500uH, Can = Cbn= 50uF, Cf = 5600uF, n = 4, where fs and n denote the switching 
frequency and transformer turn ratio, respectively. Fig. 4.8 shows the simulation results 
of the proposed high frequency link direct dc-ac converter for the balanced resistive 
load. It is shown in this figure that the proposed current-fed high frequency link direct 
converter produces the desired output voltages with high quality. Fig. 4.8 (b), (c), (d), 
and (e) represent the operation of the active harmonic filter, and shows the primary 
inductor current (iLs), filter inductor current (iLf), input current (is), and filter capacitor 
voltage (Vcf), respectively. It is noted in these figures that the harmonic current of 120Hz 
is effectively eliminated by employing the proposed active harmonic filter.  
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(a) 
 
(b) 
 
(c) 
Fig. 4.8 Simulation results of proposed dc-ac converter for resistive load (Ran = Rbn = 
20Ω).  (a) van, vbn. (b) iLs. (c) iLf. (d) is.  (e) vcf. 
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(d) 
 
(e) 
Fig. 4.8 Continued. 
 
The simulation results for the unbalanced load are presented in Fig. 4.9, which 
shows that the proposed scheme operates properly in case of the unbalanced load. Fig. 
4.10 shows the simulation results for the non-linear load. It is shown in the presented 
simulation results that the proposed high frequency link dc-ac converter provides the 
output voltage waveforms with high quality and eliminates the 120Hz input harmonic 
current drawn from the fuel cell effectively. 
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(a) 
 
(b) 
 
(c) 
Fig. 4.9 Simulation results of proposed dc-ac converter for unbalanced load (Ran = 20Ω, 
Rbn = 40Ω).  (a) van, vbn.  (b) ian, ibn.  (c) is. 
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(a) 
 
(b) 
 
(c) 
Fig. 4.10 Simulation results of proposed dc-ac converter for non-linear load. (a) van.  (b) 
ian.  (c) is. 
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4.6 Conclusion 
This chapter has presented a new current-fed high frequency link direct dc-ac 
converter with the capability of the 120Hz harmonic rejection for fuel cell applications. 
The current-fed high link direct dc-ac converter generates the split single phase ac 
outputs with high quality, and the active harmonic filter with an electrolytic capacitor 
effectively eliminates the input current ripple of 120Hz drawn from the fuel cell. The 
operation of the high frequency link dc-ac converter and harmonic filter has been 
investigated in detail. The simulation results well verify the validity of the proposed 
converter with the active filter, and show that the proposed scheme can be a good 
solution for the residential fuel cell power generation systems.  
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CHAPTER V 
CONCLUSIONS 
 
5.1 Conclusions 
In this dissertation, new high frequency link power conversion systems for the 
fuel cell power conditioning have been proposed in order to improve performance and 
optimize the cost, size and weight of the power conversion systems, and their 
performance of the proposed schemes was verified by the various simulation and 
experiment results. 
The bidirectional power flow, full-bridge dc-dc converter is applicable to the 
buck/boost converter to charge a battery or a supercapacitor during reverse power flow, 
which has attractive features in terms of low device stress, small filter components, low 
switching losses and simple first order dynamics.   In the second chapter, a new soft 
switching technique using variable switching duty ratio for the bi-directional power flow 
full-bridge dc-dc converter was proposed.   The proposed technique has been shown to 
achieve soft switching operation over wide load range.   The proposed soft switching 
technique is also applicable to unidirectional dc-dc converter consisting of a full-bridge 
converter on the primary side and a diode rectifier and output filter on the secondary 
side. 
A boost converter cascaded high frequency link direct dc-ac converter for fuel 
cell power sources has been proposed to provide a solution to build a compact power 
conversion system with high efficiency for distributed power system with fuel cell. The 
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boost converter has been shown to regulate the dc bus voltage effectively when the fuel 
cell voltage varies widely depending on the load condition. Further, the proposed multi-
loop control of the boost converter has been shown to reduce the 120Hz input current 
harmonic drawn from the fuel cell to less than 10% without additional filter 
requirements. The evaluation of proposed PWM technique illustrates that immunity to 
voltage ripple at the dc bus can be achieved only at the expense of loss of voltage gain in 
the dc-ac converter and marginal dc current distortion.  Experimental results have been 
shown to validate the feasibility of the proposed approach. 
The fourth chapter has presented a new current-fed high frequency link direct dc-
ac converter with the capability of the 120Hz harmonic rejection for fuel cell 
applications. The current-fed high link direct dc-ac converter generates the split single 
phase ac outputs with zero current switching, and the active harmonic filter with an 
electrolytic capacitor effectively eliminates the input current ripple of 120Hz drawn from 
the fuel cell to improve the performance of fuel cell system. The operation of the high 
frequency link dc-ac converter and harmonic filter has been investigated in detail. The 
simulation results well verify the validity of the proposed converter with the active filter, 
and show that the proposed scheme can be a good solution for low power fuel cell power 
generation systems.  
 
5.2 Suggestions for further work 
A bidirectional power flow, full-bridge dc-dc converter: a new soft switching 
technique was proposed. Further work is needed to control power flow in forward or in 
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reverse by proper switching of two active full-bridge converters and using the leakage 
inductance of transformer as an energy storage element. 
High frequency link direct dc-ac converter: Further work is needed to design new 
soft switching scheme for the front-end boost converter and high frequency link dc-ac 
converter to reduce switching losses, and to investigate new approach to compensate the 
slow dynamics of fuel cell and the feasibility to extend the topologies to three-phase 
system. 
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